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HP 1320/1102/LBP3300/LBP6000/LBP1200/HP1005 Fuser Fixing
Film
Sale Price: 800.0
PRODUCT ID: 0011731
Product Laser Printer Fuser Fixing Film Sleeve Direct replacement part for worn, scratched, or torn
Component internal fixing films.
Substrate Base High-Tensile Polyimide Film Provides structural integrity and extreme stability under
high thermal stress.
Surface Premium Non-Stick PTFE (Teflon) Coating Prevents melted toner from adhering to the sleeve,
Treatment eliminating ghosting defects.
Thermal Sustained operational temperatures up to 200°C Optimized for instant-on heating elements to facilitate
Capacity rapid first-page-out times.
HP Laser LaserJet 1320, P1102, P1102w, P1005, P1006, 1200 Cross-compatible across several generations of compact
Compatibility HP monochrome engines.
Canon LBP LBP-3300, LBP-6000, LBP-6030, LBP-6030w Drops perfectly into identical Canon print mechanisms
Compatibility sharing the HP platform.
Primary Direct heat conduction and toner fixation Permanently melts and seals raw toner powder into the
Function fibers of the paper.
Failure Toner smearing, paper wrapping around heater, Clear indicators that the existing film has thinned out or
Symptoms repeating spots, paper wrinkling physically ruptured.
Lubricant High-temperature silicone grease included/required Must be applied to the ceramic heater surface during
Requirement installation for smooth rotation.
Wall Thickness Micro-gauge engineered structure Maximizes heat transfer efficiency straight from the
heater to the page.
Maintenance Internal mechanical sub-assembly component Requires partial tear-down of the fuser unit; professional
Level technician install advised.
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