
Pos Printer Adapter 24V (4-Pin)

Sale Price: 1400.0

PRODUCT ID: 0013812
Feature /
Attribute

Product Specification Details Implementation Impact

Component
Type

External AC/DC Desktop Switching Power
Brick

Reliably converts erratic wall current into steady, low-voltage direct
current for commercial electronics.

Output
Voltage

Regulated +24V DC Sustains the high threshold required to fire printhead thermal arrays
and trigger internal motorized cutting blades.

Amperage /
Current
Range

2.0A to 3.0A (Typically rated at 2.5A / 60W
total)

Offers plenty of current headroom so the printer doesn't choke or
freeze when running a print job and slicing paper simultaneously.

Terminal
Interface

4-Pin Male Circular Mini-DIN (Hosiden
Polarized)

Spreads the heavy current across multiple pins to minimize heat
fatigue and locks firmly into place to avoid power drops.

Input
Voltage
Range

100V – 240V AC at 50/60Hz (Universal Input) Works universally across varied regional power grids without
requiring custom voltage steps or transformers.

Core
Compatibility

Epson TM Series, Bixolon, Star Micronics,
Xprinter, Sewoo

Drops directly in as a universal replacement power adapter for most
industry-standard 80mm thermal receipt machines.

Safety Fail-
Safes

Over-Voltage (OVP), Over-Current (OCP),
Short-Circuit Shielding

Shuts down the internal power loop instantly if a line surge hits,
keeping the expensive main logic board of the printer safe from
damage.

Enclosure &
Protection

Flame-Retardant ABS Shell with Inline Ferrite
Core

High-impact housing protects against drops, while a molded
magnetic ferrite choke absorbs electromagnetic noise to prevent
data errors.

Common
Failure Signs

Device won't turn on, faint/fading text lines,
unexpected resets exactly when the cutter
engages

Signals tired or leaking internal capacitors inside the brick that can
no longer hold voltage steady under sudden, heavy current draws.
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