
Boya Blobby Pro Bluetooth Conference Speaker Microphone

Sale Price: 11999.0

PRODUCT ID: 0006651

Basic Information
Microphone Type Conference Microphone

Sound Level Built-in Microphone: 120dB SPL

Switch Touch Mute/Unmute Function

Noise/Signal >60dB

Main Specs
Frequency Range Microphone’s Frequency Response: 20Hz-20kHz

Speaker’s Frequency Response: 20Hz-20kHz

Sensitivity Built-in Microphone: -31dB±1dB (94 dB SPL @ 1 kHz)

Dimension 114mm×114mm×30.5mm

Weight 322.5g

Polar pattern Omnidirectional

Connector 3.5mm TRS Output/ TRRS Cascade Control
(OUT/LINK), USB Type-C Data Port

Battery Battery Type: Built-in lithium-ion battery
Battery Capacity: 5200mAH
Battery Life: Approx. 16 hours

System Requirements OS Requirements: Window11, 10,8.1, 8.7, Vista, XP, Linux, macOS
Compatibility: Zoom, Skype for Business, Webex, Google
Hangouts, Teams, FaceTime, DingTalk, VooV
Meeting, WeCom, QQ
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Others Microphone Type: 4-element microphone array
Pickup: 360° (3m radius)

Audio Processing:
Acoustic Echo Cancellation (AEC), Sound
Localization, Clear Voice Capture (CVC)
Playing: 48kHz/ 16bit
Recording: 16kHz/ 16bit
RF Output Power: 6dBm

Transmission Method:
Wired: USB Type-C Port (USB 2.0)
Wireless: Bluetooth/ 2.4GHz (Bluetooth V5.0)
Bluetooth Version: V5.0
Bluetooth Range:
30 meters (Measured in open environment
without obstacles and interference.)

Audio Input:
3.5mm TRS Input (IN),
Built-in 4-element microphone array
Audio Output:
3.5mm TRS Output/ TRRS Cascade Control
(OUT/LINK), USB Type-C Data Port

Charging Port: USB Type-C (DC 5V/2A)
Charging Time: Approx. 3 hours
Operating Temperature: 0°C to 50°C
Storage Temperature: -20°C to 55°C

Warranty
Warranty 2 Years
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