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Cisco SF95D-08 8-Port 10/100 Switch
Regular Price: 2700.0
Sale Price: 2500.0
PRODUCT ID: 00023
— HARDWARE
FEATURES
Dimensions (Lx W x H) 160 x 30 x 90 mm
Interface 10/100/1000 Ethernet, power port for AC adapter or power cord
LED System/PWR, link/activity, 100M, cable diagnostics, loop detection, gigabit, mini-GBIC
Power Supply DC 12V, 500mA
Weight 0.831b. (0.38 kg)
Main Feature
Type Desktop Switch
Port 8 RJ-45 connectors for 10BASE-T/100BASE-TX
Network Standard IEEE 802.3 10BASE-T Ethernet, IEEE 802.3u 100BASE-TX Fast Ethernet, IEEE 802.3ab 1000BASE-T
Gigabit Ethernet, IEEE 802.3z Gigabit Ethernet, IEEE 802.3x Flow Control, 802.1p priority, Energy
Efficient
Ethernet
Advanced Functions Lock slot: Slot for Kensington lock
Data Transmission Rate Switching capacity: 1.6 Gbps

Forwarding capacity: 1.4. mpps

Environment Operating temperature: 32° to 104°F (0° to 40°C)
Storage temperature: -4° to 158°F (-20° to 70°C)
Operating humidity: 10% to 90%, relative, noncondensing
Storage humidity: 5% to 90%, relative, noncondensing

Manufacture Warranty

Warranty 1 Year Warranty
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