
Print Head For Epson M100 / M105 / M200 / M205 (FA11010
/FA11000) New Original

Sale Price: 6500.0

PRODUCT ID: 0009424
Feature /
Attribute

Product Specification Details Implementation Impact

Component
Category

Original OEM Replacement Micro Piezo Print Head Replaces a clogged, mechanically failed, or electronically
shorted print head to restore factory-fresh output.

Part Numbers
(OEM)

FA11010 / FA11011 / FA11000 Guarantees exact electrical pin alignment, firmware
recognition, and physical mounting tolerances.

Printer
Compatibility

Epson M100, M105, M200, M205 Provides direct, native compatibility across this entire line
of monochrome business ink tank machines.

Technology
Class

Micro Piezo Heat-Free Technology Drastically extends head longevity compared to thermal
heads and reduces energy consumption during print
cycles.

Nozzle
Configuration

360 Nozzles (Dedicated strictly to Black Ink) Enables high-speed monochrome printing with dense,
overlapping ink coverage in a single carriage pass.

Minimum
Droplet Size

3.0 Picoliters (with Variable Sized Droplet Technology) Dynamically adjusts droplet sizes mid-print to ensure
ultra-sharp text edges and smooth grayscale gradations.

Ink
Compatibility
Type

Pigment-Based Monochrome Ink Only Designed to handle the high viscosity of pigment particles
without accelerating internal nozzle wear.

Connection
Interface

Dual Flexible Flat Ribbon Cable (FFC) Receivers Securely transfers high-frequency electrical signals from
the main logic board to activate individual piezo elements.

Common
Failure Signs

Missing lines or blank pages even after head cleanings,
severe ink mixing/smudging, "Print Head Error" codes
on PC

Replacing a degraded head immediately solves permanent
nozzle deflections and restores crisp, professional-grade
text.
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