A MUNSHIGANJ I'T Hotline-09614-502244

We Connect Whole Narayanganj...  Sales-01979490143, Corporate- 01979999722
Genuine Product | Genuine Price | Genuine Service | Genuine Care MITCare- 01979490145, Warranty-01979490146

194, Banghabandhu Road, Shomobay New Market (2nd Floor) CCTV-01979490147. Web team- 01979999711
Shop No- 117,118,103 & 104, Level-2, Somobay New Market, !

Chasara, Narayanganj-1400, Bangladesh o SSHOME =iz sie <sts fofed w
www.munshiganjit.com.bd e-mail-info@munshiganijit.com.bd . .D,\w‘::::“’m DEL’VE\ﬁn;msmgamlt.com.bd
e p—
Shop No- 16, 3rt Floor, Central 193, President Road, Siraj @MlT 193, President Road, Siraj
oumsnor “JECHBD21 52 Q ersin ooy )| Care Horsion (oo, W ¢-(s § 0000

A
HP HP1200,1010,1102,LBP600,6030,6230 Fuser Fixing Film (NQ)

Sale Price: 400.0

PRODUCT ID: 0009440

Feature / Product Specification Details Implementation Impact

Attribute

Product Laser Printer Fuser Fixing Film Sleeve (HQ Grade) Direct replacement part for worn, scratched, or torn
Component internal fixing films.

Substrate Base High-Tensile Polyimide Film Provides structural integrity and extreme stability under

high thermal stress.

Surface Premium Non-Stick PTFE (Teflon) Coating Prevents melted toner from adhering to the sleeve,
Treatment eliminating ghosting defects.

Thermal Sustained operational temperatures up to 200°C Optimized for instant-on heating elements to facilitate
Capacity rapid first-page-out times.

HP Laser LaserJet 1200, 1010, 1012, 1015, 1018, 1020, P1102, Cross-compatible across several generations of classic HP
Compatibility P1102w monochrome engines.

Canon LBP LBP-6000, LBP-6030, LBP-6030w, LBP-6230dn, LBP- Drops perfectly into identical Canon print mechanisms
Compatibility 1210 sharing the HP platform.

Primary Direct heat conduction and toner fixation Permanently melts and seals raw toner powder into the
Function fibers of the paper.

Failure Toner smearing, paper wrapping around heater, Clear indicators that the existing film has thinned out or
Symptoms repeating spots, paper wrinkling physically ruptured.

Lubricant High-temperature silicone grease included/required Must be applied to the ceramic heater surface during
Requirement installation for smooth rotation.

Wall Thickness Micro-gauge engineered structure Maximizes heat transfer efficiency straight from the

heater to the page.

Maintenance Internal mechanical sub-assembly component Requires partial tear-down of the fuser unit; professional
Level technician install advised.
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