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Pickup Roller 402/426

PRODUCT ID: 0009442

Sale Price: 400.0

Feature / Attribute Product Specification Details Implementation Impact
Component Paper Feed Intake / Tray 2 Pickup Executes the initial physical sheet-extraction phase from the primary
Category Roller lower paper tray.

OEM Compatibility
Reference

Printer Compatibility

Material
Composition

Surface Texture
Profile

Core Base Design

Rated Lifecycle Yield

Supported Media
Targets

Operational
Symptoms of Failure

Core Functionality

HP RL2-0656-000CN / RM1-9168-
000

LaserJet Pro M402, M403, M426,
M427 series

High-Friction Polyurethane / Nitrile
Rubber Sleeve

Micro-Ribbed / Corrugated Friction
Grooves

Molded ABS Plastic Chassis with Dual
Snap-Lock Tabs

Up to 50,000 to 100,000 pages
(Environment dependent)

Plain Bond, Letterhead, Recycled,
Cardstock, Envelopes

Misfeeds, Tray 2 Empty False Alarms,
Paper Jam Code E1

Single-Sheet Paper Separation and
Forward Feeding

Direct-fit replacement part matching precise original equipment
manufacturer dimensions.

Fully compatible with high-volume enterprise monochrome print
fleets.

Maximizes grip torque on varying paper weights without causing
surface scuffing or tracking.

Channels away micro-fine paper dust to prevent surface glazing and
premature slippage.

Tool-less snap-in architecture allows rapid field replacement during
routine maintenance.

Longevity matches standard preventative maintenance kit intervals
under clean operating conditions.

Provides uniform surface traction across variable paper weights
ranging from 60gsm to 175gsm.

Replacing a glazed or bald roller immediately fixes frequent feed
failures and slipping noises.

Syncs with the drive gear train to feed exactly one sheet per rotation
cycle.
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