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TP-LINK 3M (USB 2.0) USB PRINTER CABLE

Sale Price: 200.0

Feature / Product Specification Details Implementation Impact

Attribute

Product USB 2.0 Male Type-A to Male Serves as a standard physical bridge linking a PC or terminal interface directly to a
Category Type-B Peripheral Cable printer or scanner.

Interface High-Speed USB 2.0 Protocol Supports a stable data transfer bandwidth up to 480 Mbps, facilitating smooth
Standard spooling of high-resolution text, graphics, and image files.

Length 3.0 Meters (Approx. 10 Feet) Delivers extended desk routing options, helping users clear clutter by moving
Dimension hardware off the immediate desktop.

Connector USB 2.0 Type-A (Male / Plugs securely into standard USB ports on host desktop PCs, laptops, network
Type A Standard Flat Plug) routers, or point-of-sale terminals.

Connector USB 2.0 Type-B (Male / Square Inserts tightly into the dedicated square upstream interface receptor built into
Type B Printer Plug) standard desktop and commercial printers.

Shielding Dual-Layer Foil and Dense Safely dampens external electromagnetic and radio frequency noise (EMI/RFI) to
Framework Braid Shielding maintain accurate document data transmission.

Core High-Grade Oxygen-Free Offers minimal electrical resistance and premium conductivity, ensuring clean data
Conductor Copper (OFC) Core pulses across the 10-foot line.

Material

Outer Jacket Toughened Polyvinyl Chloride A flexible, wear-resistant outer sleeve that protects internal wiring configurations
Build (PVC) Outer Hosing from pinches, tight bends, and floor wear.
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